A4%

NMoum‘ing height see table

LUMINAIRE ARM DATA

PROJECTED MINIMUM [ MOUNTING
LENGTH | HICKNESS| 6570 'POLE | HEIGHT
m mm mm m

* 1.8 83 11.2%
2.4 89 11.4%

3. 3.04 95 11.6%

3.7 95 11.9%

4.6 108 12.0%

* % 6.l 4.55 127 11.3%

% Type 30 - arm length 1.8 m - 4.6 m maximum
%%  Type 3l- arm lengths 6.1 m

Projected length of
luminaire arm
6. m
Type 3l
4.6 m Unless otherwise noted

Type 30

Luminaire arm
see table

See Detdil A

N\

0.7 m

Detaqil B
Slip Base P
0]
= —
[ !
I3 yI.—-::_
/Ln -
Conduit =
- <— 760 &
ES-7N
ELEVATION
CIDH Pile
foundation

16-IINC - 45 mm long
HS cap screws, total3.
Tap pole plate.

60 mm ¢ hole.
Chased edges for
electrical conductors

19-10 NC x 64 mm long

HS cap screws, total4.

Tap pole plate.

60 mm @ hole.
Chased edges for
electrical conductors

P 236 x 25 x 236

L —Type 3l round tapered steel pole
52 mm X 273 mm Min OD x 10.7T m
wall thickness 4.55 mm.

Type 30 round tapered steel pole
98 mm X 222 mm Min OD x 10.7 m
wall thickness 3.04 mm.

118

8 —=

. 19 —*
L~ Provide removable

raintight cap

/Bor 40 mm X 7 mm X 127 mm
!

¢ Pole

70 Min

83 ;L§4

R [y

25—

DETAIL A

TYPE 30

HIGH STRENGTH CAP SCREWS
16 - INC - 45

LLengTh (mm)
Threads (per

Size (mm)

Provide removable IO»r

raintight cap

inch)

¢ Pole

Bar 60

|
|
25—
|

89 Typical

d

i iin

89 Typical 8

DETAIL A

e

TYPE 3l

r25 Mi
1

weld

POLE SPLICE

n

joint

%?—/‘Wlf/k
{

mm X 10 mm X 180 mm

NOTES

1. Sheet steel shall have a minimum yield of

330
2. For
3. For
and
Use

4. For

MPa.

DIST| COUNTY ROUTE

KILOMETER POST
TOTAL PROJECT

SHEET
NO .

TOTAL
SHEETS

REGISTERED—®IVIL ENGINEER

January 24, 2005

PLANS APPROVAL DATE

The State of California or Its officers or

agents shall not be responsible for the accuracy
or completeness of electronic copies of this plan

sheer.

To get fo the Caltrans web site, go to: hitp://www.dot.ca.gov

To accompany plans dated

slip base details see Standard Plan ES-6F.

Type 30 fixed base use Type 15 base plcn‘e,
foundation shown on Standard Plan
32 Dia x 915 x 104 anchor bolts

ES-6

Type 31 fixed base use Type 32 base plate,
anchor bolts and foundation on Standard Plan ES-66.

5. Handhole shall be located on downstream side
of traffic unless noted otherwise on plans.

6. For additional general notes refer to Revised
Standard Plan RSP ES-7M.

ei%}\\\\\\¢\#_"

Handhole (far side)

\ Metal sleeve at each

DETAIL B

25 x T Backing
ring, tack weld

( Y

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

Pole wall

Base R

ELECTRICAL SYSTEMS
(LIGHTING STANDARDS

NO SCALE

ALL DIMENSIONS ARE IN
MILLIMETERS UNLESS OTHERWISE SHOWN

TYPES 30 AND 31

RSP ES-6E DATED JANUARY 24, 2005 SUPERSEDES STANDARD PLAN ES-6E

DATED JULY 1,

2004-PAGE 444 OF THE STANDARD PLANS BOOK DATED JULY 2004.
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REVISED STANDARD PLAN RSP ES-6E

1-24-05
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